
0 - 4500 mm

%0,5 mm

Measurement length

Suitable rotary encoder

Wire extension force (max.)

Linearity
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DWM2

Draw Wire Mechanics

(0 - 4.500 mm)

Please note: The specifications and information in this datasheet may not cover all special demands arising from specific applications. Therefore, they do not constitute a comprehensive description of the product
properties. OPKON accepts no responsibility for damages resulting from the improper application of our products. The user is responsible for ensuring that the products used are suitable for their own application.

Mechanical Specifications

Technical Specifications 

Wire extension force (min.)

Wire acceleration force (max.)

Displacement speed

Flange type Ø40, Ø50, Ø58: synchro flange Ø6 mm shaft

85

85

68

Ø21,5

4226

17

<9N

<5N

6 g

4 m/s

Material

Wire mounting

Temperature range

Protection level

Aluminium

FS6: Screw (standard)

FR6: Rope clip (optional)

FC6: Cylindrical pin (optional)

Storage: -30°C ... +80°C

Operation: -20°C ... +80°C

Dependent on encoder

40

70

70

4xM3

• Measuring length 0 - 4500 mm

• %0,5 mm linearity

• Flange type: Ø40, Ø50, Ø58: synchro flange Ø6 mm shaft

M6x10

13

65

29

Length per revolution 203,75 mm

Circumference of the mechanism’s draw

Wire material PVC covered steel

64,30 mm

Wire diameter

Weight

0,5 mm

960 gr.
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Please note: The specifications and information in this datasheet may not cover all special demands arising from specific applications. Therefore, they do not constitute a comprehensive description of the product
properties. OPKON accepts no responsibility for damages resulting from the improper application of our products. The user is responsible for ensuring that the products used are suitable for their own application.

Adapters

Fixation

FC4: Cylindrical pin (optional)

M6

30±1

15

FS6: Screw (standard) FR6: Rope clip (optional)

50±2

Ø6
Ø4

10

5

27±1

E50: 50 mm caseE40: 40 mm case

E58: 58 mm case

Ø60Ø79

Ø4,2 x 3

Ø3,5 x 4

7 31

5

12
2

38

Ø60Ø79

7 31

38

3

12
4

Ø60Ø79

12

7 31

38

5

2

Ø20

Ø40

12
0°

Ø30

Ø3,5 x 4

Ø3,3 x 3

Ø50

Ø30

Ø40

12
0°

Ø3,3 x 3

Ø3,5 x 4

Ø50

Ø34

Ø42

12
0°

Coupling Bracket

100

65 10

42

140

Ø7

4
,52
0

5

6 x 6 (standard) BR05 (optional)

Ø20,5 24,5

Ø6

Adapter Ordering Procedure

Encoder adapters

E58

E40: 40 mm case
E50: 50 mm case
E58: 58 mm case
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Please note: The specifications and information in this datasheet may not cover all special demands arising from specific applications. Therefore, they do not constitute a comprehensive description of the product
properties. OPKON accepts no responsibility for damages resulting from the improper application of our products. The user is responsible for ensuring that the products used are suitable for their own application.

Case Ordering Procedure

Assembly with Bracket (optional)

1. 2. 3.

2.4. 5. 6.

Assembly (standard)

2.1. 2. 3.

Model Case type Stroke

DWM 2 2000

DWM 2 0 - 4500 mm

Shaft type

AR6

AR6: 6 mm solid shaft
AR8: 8 mm solid shaft

Fixation

FS6

FS6: Screw (standard)
FR6: Rope clip (optional)
FC4: Cylindrical pin (optional)

Bracket(optional)

BR05

BR05


