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Thank you for purchasing our UBIFAST Configuration Tool. The UBIFAST Configuration Tool 

(hereinafter referred to as “UBIFAST”) is used to configure the parameters of POSITAL‘s 

programmable IXARC encoders and TILTIX inclinometers (hereinafter referred to in combined terms 

as “sensors”) through a simple browser-based programming interface (TILTIX inclinometer 

configurability available from version 2.1.0 onwards). Please read this instruction thoroughly and 

carefully before using the device. 

 
Scope of delivery 

▪ UBIFAST 

▪ Terminal block adapter to connect sensors with cable exit or to build your own 

connecting cables 

▪ 12 VDC Power Adapter, Input 100 to 240V AC, 47 to 63Hz and interchangeable 

plugs for Europe, UK, US, India, Brazil, China, Argentina, Australia, Korea 

 
Safety Notes 
 

 

Recommended to use power adapter provided by POSITAL. In case of 
replacement, check for compatible supplies with same voltage and current 
rating (12 V / 1 A) 
 

 

Do not remove the Micro-SD card from the UBIFAST 

 

 

Do not connect or disconnect the sensor when it is under power 
 

 

 

Do not connect any other devices to unused USB or RJ45 ports on the 

UBIFAST 

 

 

Do not close browser or webpage when configuration is in progress as 
malfunctions may occur when the page is accessed again. It may be treated 
as “device in use” and must be restarted. 

www.posital.com 

http://www.posital.com/
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Sensor connection to the UBIFAST 

Adapter cable for sensor with standard POSITAL Pin assignment and connector: 

 

 
 UBIFAST Adapter Cable Sensors 

 
Terminal block adapter to connect sensor with cable exit or to build your own connecting cables: 

 

 
Accessories 
 

Encoder Output Encoder Connector Ordering Number 

UXD-IP M12 5 Pin 10028946 

M12 8 Pin 10028947 

M23 12 Pin 10030239 

MIL 6 Pin 10031630 

MIL 7 Pin 10031631 

MIL 10 Pin 10031632 

 M23 16pin 10030240 

UXD-SHP  

UXD-STP 

 

M23 12 Pin 10026479 

M23 16 Pin 10026481 

UXD-SX-PxQ 

 
M12 8pin 10030469 

UXD-AXXPX-PPPP M12 5 Pin 10047619 

All Terminal Block 10049743 

 
Warning 

The "Analog Inclinometer Adapter Cable (Art. No. 10078435)" must not be connected 

to ACS3 inclinometers marked with "UBIFAST READY". Only "UBIFAST READY 

Adapter Cable" can be connected to those inclinometers. In case of misuse, the 

adapter cable could be damaged. 
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Pin Configuration and Wiring for the Terminal Block  

 

 Warning 

The following table provides the wiring schemes for cable versions of programmable 

sensors. 

If you are using a sensor equipped with a connector and you want to connect to the UBIFAST 

terminal block, you must use a connecting cable that has a mating connector compatible with the 

sensor on one end and open wire ends on the other end for connection. 

Before wiring, verify the pin assignments and color codes in the wiring diagram of the connecting 

cable you are using. Please make sure the switch on the terminal block is set correctly. Incorrect 

wiring may prevent the device from operating properly or may cause damage to the product. 

 

NOTE  

Please make sure the correct switch position is selected for both the switches (1 and 2) based on 

the type of sensor being used. Not doing so shall result in damage of the sensor.  

 

 

 

 

 

Pin Number Wiring for IXARC 

Analog  

Wiring for SSI / SSI + 

Incremental  

Wiring for 

Incremental 

Switch  ANA INC or ANA INC 

1 Do not connect Data - Do not connect 

2 Do not connect Clock - Do not connect 

5 Sensor Power Supply 

(12VDC)  

Sensor Power Supply 

(12VDC)  

Sensor Power Supply 

(12VDC)  

6 Set2  Do not connect Do not connect 

7 Do Not connect Do not connect Z  

8 Set1  Do not connect Do not connect 

9 Do not connect Data +  Do not connect 

10 Do not connect Clock +  Do not connect 

12 GND - Sensor 

Ground  

GND - Sensor Ground  GND - Sensor Ground  
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Diagnostic LEDs 

Color State Description 

Yellow Solid UBIFAST has Power 

Yellow Blink UBIFAST Wi-Fi Hotspot Ready 

Green Solid  Programming of Sensor in Progress 

 

Sequence of Operation 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
• Start WiFi-enabled device such as 

smartphone, tablet, laptop or computer 

(hereafter referred to as “device”) 

• Connect the power supply to the UBIFAST, it 

will automatically start when the power is 

applied 

• Connect sensor to UBIFAST 

• Once powered-on, wait for the YELLOW LED 

to start blinking. This can take up to 50 s 

 

 

 

 

• Enable Wi-Fi on your device and connect to 

the UBIFAST hotspot “POSITAL Configuration 

Tool” using the password “ubifast14” 

 

 

 

 
• NOTE: If you are limited in the number of 

characters you can enter, please use the 

above-mentioned password “ubifast14” as 

security key. 
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Once connected, open a web browser on your device and scan the following QR-code:  

  
If this doesn’t work, please visit http://ubifast.local/. or use the IP http://10.42.0.1/  
The main navigation page will open and you can begin the configuration 

 
Notes and Warnings 
 

• The UBIFAST can be used to program Analog, Incremental and Hybrid (SSI + Incremental) 

encoders, as well as Analog inclinometers (available from version 2.1.0 onwards). The 

sensor type is automatically detected by the UBIFAST and the programmable parameters in 

the subsequent steps are displayed accordingly 

• The serial number (SN) of the sensor connected is always displayed on top of the screen 

• The current sensor parameters are displayed automatically. They can be changed as 

explained in the following sections 

• Use the Back and Next keys to navigate through the user interface 

o Do  not  use the standard back, next and reload buttons available in the web browser. 

Using browser navigation will in most cases result in a “Device in use” error. 

• WARNING: Do not disconnect the sensor until the configuration process is completed 

• During configuration, the sensor is powered by UBIFAST. After successful configuration, the 

sensor can be unplugged. 

• When connecting the POSITAL Wi-Fi hotspot, it is recommended to disconnect the device 

from any other internet sources like LAN network or Cellular Data networks 

• After 30 minutes of inactivity the UBIFAST shall time out and the programming needs to be 

restarted from the beginning in the case a sensor is connected. The message “Session has 

timed out“ is displayed 

• Only one user at a time can access the UBIFAST programming interface. Another user will 

see the message “Device is used by another user” 

• If a user doesn’t complete the programming, another user can start the programming after 

the time out of 30 minutes.  

• WARNING: Please wait at least 1 minute after the last configuration before switching off 

UBIFAST 

• POSITAL strongly recommends sending all new configurations via e-mail, to ensure data 

protection and warranty for the sensor 

• Please contact your regional POSITAL office or local Distribution Partner for any technical 

questions 

• Kindly register for our POSITAL newsletter to get the latest news on any software updates or 

product releases 

http://ubifast.local/
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Step 1: Selection of Manual or Auto Configure 
 

• On the start page, you can choose between replacing a 

sensors configuration (Manual Configuration) or copying 

an existing configuration (Auto Configure). 

• When Auto Configure is selected the UBIFAST checks 

for the last known manual configuration (within 24 hrs) 

stored on the same UBIFAST for the same type of 

sensor. These parameter values are loaded and used for 

Auto Configure 

• Press Configure to complete configuration  

 
 
 
 
 

 

If you want to configure an encoder, please follow the steps under IXARC Step 2 
 
If you want to configure an inclinometer, please follow the steps under TILTIX Step 2 
(Available from version 2.1.0 onwards) 
 
IXARC Step 2 
 

1. Incremental encoders (UxD-IPxx) or SSI + incremental encoders (UxD-
SHxxP/UxD-STxxP) 

 Please refer to the encoders manual to find out which parameters are 
programmable 

2. SSI only (UxD-S1xxP) or for SSI + Incremental (UxD-SHxxP/UxD-STxxP) 

 Please refer to the encoders manual to find out which parameters are 
programmable 

3. Analog Programmable encoders 

 Please refer to the encoders manual to find out which parameters are 
programmable 

 
TILTIX Step 2   

1. Analog inclinometers (ACS-xxx-x-AC or ACS-xxx-x-AV)  

 Please refer to the inclinometers manual to find out which parameters 
are programmable 
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Step 3: Summary 

 

 

• Verify the parameters to be 

configured 

• Press „Configure“ to start 

programming the sensor 

• It is recommended to write the 

programmed parameters on the 

blank field provided on the sensor 

label 
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Step 4: Verification / Completion 

 

 
• Verify configuration status 

• If successful press “Send” to draft an email 

to be sent to POSITAL - on availability of 

Internet on the device being used. (Note: 

The data is confidential and stored in our 

secure database) 

• Press “Restart” to go to main page, close the 

browser 

• If configuration is unsuccessful 

o Re-check the wiring and connections 

o Press “Restart” and start once again 

from Step 1 to re-configure the sensor 

 
Resetting to Factory Defaults  

 

For Incremental, Analog, SSI and SSI + Incremental encoders (produced after September 2018) 

and inclinometers you can reset the device to factory default values 
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Linear to Rotary Converter 

All configurable devices now have a linear to rotary converter  

 

User Input Values (Depends on Sensors Interface) 

 

▪ Units Used: Select between mm or inch  

▪ Length per Revolutions: Input based on 

Mechanical setup of Customer (In case 

POSITAL LINARIX products used please refer 

to datasheet to find the values)  

▪ Max Linear Length: Input based on Mechanical 

setup of customer  

▪ Min Linear Resolution: Input based on 

application  

 

 

Calculated Values  

 

▪ Number of Turns   

▪ Single Turn Resolution (SSI + Inc)  

▪ Pulse Per Revolution (SSI +Inc/ Inc)  

▪ Measurement Range in Degrees (Analog)  

▪ Actual Linear Resolution: Calculated Value 

Based on the Achievable Rotary Resolution of 

the device used.  

NOTE: It is always not possible to have Min 

Linear Resolution same as Actual Linear 

Resolution   
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Troubleshooting: 

Issue: Stuck in condition “Device is used by another user.” 

 

 

Solution: Power cycle the UBIFAST 

(disconnect and reconnect the power plug). 

Comment: This condition can occur when 

multiple users or browser sessions attempt 

to access the device simultaneously (e.g., 

when the UBIFAST interface is opened in 

two different browsers or the browser page 

is refreshed) 
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User Notes 
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